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OPERATING SYSTEMOPERATING SYSTEMOPERATING SYSTEMOPERATING SYSTEM    SIEMENS 840D SLSIEMENS 840D SLSIEMENS 840D SLSIEMENS 840D SL    

Working dimensionsWorking dimensionsWorking dimensionsWorking dimensions     Min Max 

Height 15 mm 120 mm 

Width 30 mm 240 mm 

Lenght 250 mm  

internal tenon 

3.500 mm 

without retaking 

    

LLLLoading oading oading oading ––––    unloading buffer unloading buffer unloading buffer unloading buffer     Loading 20 pieces 

    Unloading 20 pieces 

SSSSpindle motor powerpindle motor powerpindle motor powerpindle motor power    S1 19 kW 

S6 22 kW 

CCCC----axis positioningaxis positioningaxis positioningaxis positioning    360° 

Tool couplingTool couplingTool couplingTool coupling    HSK 63E 

Maximum tool weightMaximum tool weightMaximum tool weightMaximum tool weight    15 Kg 

Tool storageTool storageTool storageTool storage    28-35 pos. 

    

Sensors to piece dectSensors to piece dectSensors to piece dectSensors to piece dect    Height 

Length 

Width 

Suction hoodsSuction hoodsSuction hoodsSuction hoods     


