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NUMERICAL CONTROLNUMERICAL CONTROLNUMERICAL CONTROLNUMERICAL CONTROL    SIEMENS SIEMENS SIEMENS SIEMENS SINUMERIK ONESINUMERIK ONESINUMERIK ONESINUMERIK ONE    

Working dimensionsWorking dimensionsWorking dimensionsWorking dimensions     Min Max 

Height 15 mm 160 mm 

Width 45 mm 240 mm 

Lenght 260 mm 

Internal tenon 

min. machinable 

130 mm 

6.000 mm 

 

    

Automatic loading system: INTELLIGENT STORAGEAutomatic loading system: INTELLIGENT STORAGEAutomatic loading system: INTELLIGENT STORAGEAutomatic loading system: INTELLIGENT STORAGE    Loading: 

pieces 80x80x1000 

From 400 

pieces to 1200 

pcs. 

    Unloading: 

pieces 80x80x1000 

300 pieces 

    

First First First First spindle motor powerspindle motor powerspindle motor powerspindle motor power    S1 19 kW 

    

Second spindleSecond spindleSecond spindleSecond spindle    motor powermotor powermotor powermotor power    S1 19 kW 

    

Axis A+C positioningAxis A+C positioningAxis A+C positioningAxis A+C positioning    360° 

    

Tool couplingTool couplingTool couplingTool coupling    HSK63E 

Maximum tool weightMaximum tool weightMaximum tool weightMaximum tool weight    15 Kg 

Tool storageTool storageTool storageTool storage    128-256 pos. 

    

Sensors to pieceSensors to pieceSensors to pieceSensors to piece    dedededetecttecttecttect    Height 

Length 

Width 

SuctionSuctionSuctionSuction    hoodshoodshoodshoods     


